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. o Stop and Go system that eliminates overspeed risk

@ Increased chemical dwell time

.~ * Enhanced cleaning of the front and rear of the

vehicle
, X Rolling curb rail system
: . * Optional undercarriage wash, R.O. and reclaim

systems, Smart Gate Drying System.
"« Made in USA.
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DRIVETHRUSYSTEM

GALAXY/OM

This Two-Stage system has the PLC Logie
(&3 Controller position the vehicle in
for front wash and stage-Two for rear wash fo
- increase wash efficiency and maintain high
vehicle wash counts.
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|- 5'—6" START OF 5' SECTION

BW-CP:
TO BE INSTALLED ON

NEW SPLASH WALL
[ © T ©

Pre-soak/Foam Arch sprays water & soap

(%) Galaxy Brush System

Front Wash Arch sprays reclaim water to

front of vehicle

FA=SP:
TO BE INSTALLED ON

Rear wash spray pipe sprays reclaim water to

NEW SPLASH WALL
}

rear of vehicle
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FWC—DRL:

(MOUNTED ON  4M)

Canted Rinse Arch sprays fresh water

Under Carriage Wash sprays water to

20’ LENGTH OF NAUTICA RUNNING TRACK

underneath of vehicle
Front Wash Red Light
Front Wash Green Light
Rear Wash Signal Light

@]

Vehicle enters wash bay and activates the Pre-

Soak Detergent arch.

Galaxy 6M onboard light turns RED to stop

= vehicle for Stage-One (point A) and Pre-Soak
Arch shuts off.

* Galaxy 6M starts Stage-One Front Wash process.

e With Front Wash complete Stage-Two light will

» turn GREEN to proceed forward; as it does,

i brushes continue cleaning top and side surfaces.

) I FET Y- Yehicle proceeds thru High Presgure Reclaim

= rinse arch and Fresh/RO water final rinse.

. e Stage-Two light at exit end turns RED to stop

o vehicle at point B for REAR Wash process and

) shuts off Reclaim and Fresh water arches.

E e After Rear Wash is completed, exit light will turn

green and vehicle will be rinsed and water blow-

off as it exits the wash.
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57'—7" LENGTH OF WASH BAY PER CONTRACT DRAWING A-5

APPROX. 65'—9" NEW SPLASH WALL
SEE SPLASH WALL LAYOUT FOR DETAILS
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EXISTING PIT 2
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SEE INSTALLATION NOTE # 5

UNDERCARRIAGE WASH MANIFOLD:

24"
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www.NsSwash .com

NS Co. systems are manufactured under one or more of the following: #4035862, 4198722, 4225995, 4270958, 4299003, 4332625, 4651368, 4754515, 4935982, 50134742,

DNV-GL 809715582, 4034862, 811283982. Additional patents pending. NS Corporation reserves the right to discontinue or change at any time, specifications, or designs without notice and
\ / without incurring any obligations. Version: 2 Galaxy6M.pdf  Copyright © 2023 NS Corporation 8 o o ® 18 2 ® l 5 8 2
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